
RESOLUTION NO.__________ 

 

 

 

   

  RE: CERTIFICATE OF APPROPRIATENESS UNDER THE 

   PROVISIONS OF THE ACT OF THE PENNSYLVANIA 

   LEGISLATURE 1961, JUNE 13, P.L. 282 (53 

   SECTION 8004) AND BETHLEHEM ORDINANCE NO. 

   3952 AS AMENDED. 

 

 

  WHEREAS, it is proposed to secure a COA to replace the existing asphalt 

shingles and the flat (low-sloped) EPDM roof area at 337 Wyandotte Street. 

 
  

  NOW, THEREFORE, BE IT RESOLVED by the Council of the City of 

Bethlehem that a Certificate of Appropriateness is hereby granted for the proposal. 

 

 

 

       Sponsored by: (s)      

                 

 

                  (s)      

 

  

 

  ADOPTED BY COUNCIL THIS       DAY OF  

 

 

 

       (s)      

          President of Council 

 

 

ATTEST: 

 

(s)        

        City Clerk 

 

 

 

 

 

 

 

 

 



HISTORIC CONSERVATION COMMISSION 

 

CASE #756 -- It is proposed to secure a COA to replace the existing asphalt shingles and the 

flat (low-sloped) EPDM roof area at 337 Wyandotte Street. 

 

OWNER / APPLICANT: New Bethany Ministries / Salvatore Verrastro, Spillman-Farmer 

Architects 

 

 

The Commission upon motion by Mr. Lader and seconded by Ms. Starbuck adopted the 

proposal that City Council issue a Certificate of Appropriateness for the proposed work as 

presented, with modifications described herein:  

 

1. The proposal to replace the existing asphalt shingles and the flat (low-sloped) EPDM 

roof area was presented by Tina Sargent and Salvatore Verrastro. 

2. The existing simple-tab asphalt shingles on both pitched planes of the existing 

Mansard roof as well as on the cheek walls and roofs of each roof dormer will be 

replaced as follows: 

a. new roofing is GAF Slateline asphalt shingles in “Antique Slate” color 

b. open valley (not woven) to be flashed with aluminum rather than copper 

because of inability to see from public right-of-way; hips to be fabricated with 

asphalt shingle caps to match new Slateline shingles 

c. visible step flashing, as needed, to be copper 

3. The existing EPDM synthetic rubber roofing membrane at the flat (low-sloped) area of 

the upper roof and at the lining of existing box gutters (not visible from public right-

of-way) will be replaced as follows: 

a. in-kind replacement of EPDM synthetic rubber roofing membrane at flat 

upper roof and at lining of existing box gutters 

b. in-kind replacement of aluminum flashing and counterflashing between flat 

EPDM area and Mansard roof with factory-applied finish in warm white or 

ivory color 

c. in-kind replacement of aluminum flashing with drip edge at box gutters with 

factory-applied finish in warm white or ivory color 

d. new copper drops lead from box gutters into existing downspouts 

4. HCC approved the Applicant’s request to demolish the existing (abandoned) chimney 

at the north roofscape in preparation for various roof improvements. 

The motion for the proposed work was unanimously approved. 

 

JBL: jbl 

 

 

By:       

 

Date of Meeting: May 17, 2021 Title:   Historic Officer  


